
www.uecables.com

Tel: +86 531 88817113  /  Email: sales@uecable.com Automotive Wire  -  57

SGT
Application
For use in starter and battery ground circuits.

Standars/Specification
SAE J 1127

Conductor: Bare stranded copper 
Insulation: Polyvinylchloride (PVC)

Product Features
Voltage rating: 60 V  
Temperature range: -40°C to +80°C (3000 h)

Technical Data

12

Construction

SAE Wire Size 
(mm2)

Conductor
(AWG) No. of Strands Nominal Wall 

Thickness (in)
Nominal Wall 

Thickness (mm) Max. O.D. (in) Max. O.D. (mm)

13 6 37/29 0.060 1.52 0.340 8.60
13 6 133/27 0.060 1.52 0.340 8.60
13 6 266/30 0.060 1.52 0.340 8.60
19 4 61/22 0.065 1.65 0.420 10.50
19 4 133/25 0.065 1.65 0.420 10.50
32 2 127/32 0.065 1.65 0.505 12.00
32 2 133/23 0.065 1.65 0.505 12.00
32 2 665/30 0.065 1.65 0.505 12.00
40 1 127/22 0.065 1.65 0.557 13.00
40 1 266/24 0..65 1.65 0.557 13.00
50 1/0 127/21 0.065 1.65 0.600 14.00
50 1/0 266/24 0.065 1.65 0.600 14.00
50 1/0 1064/30 0.065 1.65 0.600 14.00
62 2/0 1408/30 0.065 1.65 0.655 16.00
81 3/0 1672/30 0.078 1.98 0.750 18.50

103 4/0 2109/30 0.078 1.98 0.810 20.00
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